Single Rental Package

Air-Driven Liquid Pump

Description

CheckPoint's air-driven liquid pump features modularly
designed chemical heads and a range of plunger sizes to
meet a wide variety of injection applications. CheckPoint
pumps are specifically designed for demanding oil and gas
production applications worldwide.

- Materials: High-quality stainless steel construction for
durability and corrosion resistance.

- Portability: Compact and light weight design for easy
handling and maneuverability.

- Construction: Simple, modular, robust design ensures
stability during operation.

- Power: Pneumatic driven, compatible with standard
compressed air suitable for hazardous locations without
electricity.

- Self-Prime, Dry Run: Efficiently handles higher suction lifts
& dry run pumping.

- Pressure Regulation: Built-in pressure regulator to
regulate precise drive pressure & flow adjustment.

Most units are available from stock for sale or rent - custom-

built or standard. Contact us for availability.

Unit Specification Unit Dimension & Weight Data

Specification Description

Specification Description

Unit CPDS-6576

Maximum working pressure
Gauge Pressure Range

PSV Range

Tank Capacity

Tank Size (LxWxH)

2,400 PSIG (165 BARG)
AS REQUIRED

AS REQUIRED

N/A

N/A

Unit Dimension (LXWxH) - in. (mm)
Empty Weight

Operating Weight

Maximum Equipment Weight

2.2(56) x 1.4 (36) x 1.8 (46)
32Kg

37Kg

11.6 Kg (Pump)

Pump Details

Specification

Type

Model

Maximum Drive Supply
Discharge Cycle

Max. Flow rate

Description

Air-Driven Liquid Pump
N/A

150 PSIG (10 BARG)
443 mL

210 USG/H (798 L/H)

Termination Points

Description
TP-01 Air Inlet
TP-02 Fluid In
TP-03 Fluid Out
TP-04 Vent / Drain

172" FNPT
1" FNPT
12" FNPT
12" FNPT

C3

CHECK:






