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DescriptionDescription
The Series 5400 pneumatic pump features modularly 
designed chemical heads and a range of plunger sizes to 
meet a wide variety of injection applications. CheckPoint 
pumps are specifically designed for demanding oil and 
gas production applications worldwide. 

Unit
Maximum working pressure
Gauge Pressure Range
PSV Range
Tank Capacity

CPDS-6746
6,000 PSIG (413 BARG)
0 - 1,000 PSIG (69 BARG)
0 - 500 PSIG (34 BARG)
N/A

Unit Specification
SPECIFICATION DESCRIPTION SPECIFICATION DESCRIPTION

Air Supply Size 1/2"

Inlet Size
Outlet Size

1"
3/4"

Empty Weight
Operating Weight
Maximum Equipment Weight

146 Kg
150 Kg
85 Kg (Pump)

Unit Dimension (LxWxH) - in. (mm) 47.6 (1209) x 24 (610) x 30 (762)

Pump Data

FLOW FLOW WORKING
RATE	 RATE	 PRESSURE	 PISTON	 PLUNGER	 DIMENSIONS	

(MINIMUM)	 (MAXIMUM)	 (MAXIMUM)	 DIAMETER	 DIAMETER	 L	X	W	X	H	 WEIGHT	 SUCTION		 DISCHARGE
	MODEL	 USG/H	(L/H) USG/H (L/H) PSIG (BARG)	 IN	(MM)	 IN	(MM)	 IN	(MM) LB (KG)	 CONNECTION CONNECTION

 5408 0.83 (3.1)  26.5 (100.3) 15,000 (1,034) 5 (127) 1/2 (12.7) 30.75 (781)	X	13.35	(339)	X	20.88	(530) 148 (67)	 1/2"	MNPT	 3/8"	MP	AC
 5412 3.0 (11.4)  122 (461.8) 6,500 (448) 5 (127) 3/4 (19.2) 33.78 (858) X	13.35 (339) X 20.88 (530) 177 (80.5) 3/4"	Tube	 3/8"	Tube
 5416 7.0 (26.5)  220 (832.8) 5,200 (359) 5 (127) 1 (25.4) 33.78 (858) X	13.35 (339) X 20.88 (530) 177 (80.5) 3/4"	Tube	 3/8"	Tube
 5428 19.0 (71.9)  640 (2,422.7) 1,775 (122) 5 (127) 33.78 (858) X	13.35 (339) X 22.78 (579) 185 (84) 1"	Tube	 3/4"	FNPT
 5440 40.0 (151.4)  1,170 (4,428.9) 650 (45) 5 (127) 

1-3/4 (44.5) 
2-1/2 (63.5) 33.53 (852) X	13.35 (339) X 22.78 (579) 188 (85.4) 1"	Tube	 3/4"	FNPT

Tabular	data	should	be	used	for	quick	reference	only.	See	performance	curves	for	accurate	pump	selection.

- 0DWHULDOV: High-quality stainless steel construction for 
durability and corrosion resistance.

- Portability: Compact and light weight design for easy 
handling and maneuverability.

- Construction: Simple, modular, robust design ensures 
stability during operation.

- Power: Pneumatic driven, compatible with standard 
compressed air suitable for hazardous locations without 
electricity.

- Self-Prime, Dry Run: Efficiently handles higher suction lifts 
& dry run pumping.

- Pressure Regulation: Built-in pressure regulator to 
regulate precise drive pressure & flow adjustment.

Available from stock for purchase or rent - custom-built 
or standard.




