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SYSTEM DESCRIPTION
Engineered to thrive in the inhospitable 
Eurasian Steppe, this completely winterized 
corrosion inhibitor skid is designed to 
withstand temperatures as low as -46 °C, 
featuring an electrical heat tracing system 
included in a temperature-controlled interior 
workspace.

*All above information is specific to the depicted
solution. This system is fully customizable, and any
CheckPoint pump can be utilized with this design.

Chemical Injection Package
Corrosion Inhibitor

PUMP CATEGORY
Quantity: 6 (3 Working / 3 Standby)
Type: Plunger
Drive: Pneumatic
Control: Cycle Speed
Stroke Length: 1 in (25 mm) fixed

*CheckPoint's engineering team designed this skid around a client's
specific requirement. Contact us to design your perfect system.

SKID CATEGORY
Chemical Dosing Rate: 3.17 USG/H (12 L/H) 
Discharge Pressure: 1,160 PSIG (80 BARG) 
PRV Set Pressure: Discharge + 20%
Drive Supply Type: Pneumatic
Supply Details: 7.5 BARG (normal operating pressure) 
Area Classification: Zone 2 IIB T3
Specialist Requirements:

• 10,000-litre chemical storage tank
• 40 ft standard ISO container with insulation
• Electrical heat tracing for tubing and storage tank
• 4x forced ventilation fans (2 intake / 2 exhaust)
• Local control panel for all equipment operation

FLOW	 FLOW	 WORKING
RATE	 RATE	 PRESSURE	 PISTON	 PLUNGER	

(MINIMUM)	 (MAXIMUM)	 (MAXIMUM)	 DIAMETER	 DIAMETER	
MODEL	 USG/H	(L/H) USG/H (L/H) PSIG (BARG)	 IN	(MM)	 IN	(MM)	

 Series 1250 0.002 (0.007)  12,000 (827.4) 2.5 (63.5)  1/8 (3.2) - 1/2 (12.7)  

Tabular data should be used for quick reference only. See performance curves for accurate pump selection.
Data shown is for for full range of each model series. Actual pump selection should be discussed with a 
CheckPoint representative. 

8.0 (30.3) 
 Series 1500 0.041 (0.016)  15,000 (1,034) 5 (127) 3/8 (9.5) - 1-1/2 (12.7) 36.25 (137.21)  
 Series 6200 1.8 (6.8)  10,000 (689) 6 (152.4) 3/4 (19)  58.0 (219.5) 

 Series 8400 20,000 (1,379) 8 (203.2)  1/2 (12.7) - 2-1/2(63.5) 585 (2,214.57)  
 Series 5400 0.83 (3.14)  15,000 (1,034) 5 (127) 1/2 (12.7) - 2-1/2(63.5) 1,107 (4,190.4)  
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