
MAWP 7,500 PSIG (517.2 BARG) Metallic Head / 300 PSIG (20.7 BARG) PVC Head / 12,000 PSIG (827.6 BARG) HP Metallic Head / 1,000 lbf (4.45 kN) Rod Force / 0.75 in 
(19.05 mm) Stroke Length / Max Speed 100 SPM / 13.18:1 Gearbox Reduction / Motor Requirements: 1.0 HP (0.75 kW), Vertical / Available Frames: NEMA 56C with 
7/8” shaft adapter, 143/145TC or IEC80B5. This performance curve was generated with empirical data, supersedes calculated or theoretical table data, and should be 
used to select an appropriate model. Curve valid for 1450 or 1750 RPM motor. Performance could vary slightly based on field conditions and actual motor speed.  
The metallic head version of this model features a modular head design that allows interchangeability with other plunger sizes with the appropriate parts. High 
pressure model pump heads are dedicated and do not accept other size plungers. Variator rated for use up to 131F (55C) ambient temperature.
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*For discharge pressures above 7,500 psig, a high pressure head configuration is needed.

HIGH PRESSURE OPTION

100 SPM 1 HP (0.75kW) Motor

100 SPM 1 HP (0.75kW) Motor

Minimum Flow Rate________________________________________
0.024 USG/H (0.091 L/H) @ 10 SPM 

Series FXA 1250 1/8'' PLUNGER 
Variator Controlwww.cppumps.com

sales@cppumps.com
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MAWP 7,500 PSIG (517.2 BARG) Metallic Head / 300 PSIG (20.7 BARG) PVC Head / 12,000 PSIG (827.6 BARG) HP Metallic Head / 1,000 lbf (4.45 kN) Rod Force / 0.75 in 
(19.05 mm) Stroke Length / Max Speed 100 SPM / 13.18:1 Gearbox Reduction / Motor Requirements: 1.0 HP (0.75 kW), Vertical / Available Frames: NEMA 56C with 
7/8” shaft adapter, 143/145TC or IEC80B5. This performance curve was generated with empirical data, supersedes calculated or theoretical table data, and should be 
used to select an appropriate model. Curve valid for 1450 or 1750 RPM motor. Performance could vary slightly based on field conditions and actual motor speed. 
The metallic head version of this model features a modular head design that allows interchangeability with other plunger sizes with the appropriate parts. High 
pressure model pump heads are dedicated and do not accept other size plungers. Variator rated for use up to 131°F (55°C) ambient temperature.
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*For discharge pressures above 7,500 psig, a high pressure head configuration is needed.

HIGH PRESSURE OPTION

Continuous Use Below Red Line Only

Continuous Use Below Red Line Only
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Minimum Flow Rate________________________________________
0.054 USG/H (0.204 L/H) @ 10 SPM 

Series FXA 1250 3/16'' PLUNGER
Variator Controlwww.cppumps.com

sales@cppumps.com

100 SPM 1 HP (0.75kW) Motor

100 SPM 1 HP (0.75kW) Motor
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RANGE*
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MAWP 7,500 PSIG (517.2 BARG) Metallic Head / 300 PSIG (20.7 BARG) PVC Head / 12,000 PSIG (827.6 BARG) HP Metallic Head / 1,000 lbf (4.45 kN) Rod Force / 0.75 in 
(19.05 mm) Stroke Length / Max Speed 100 SPM / 13.18:1 Gearbox Reduction / Motor Requirements: 1.0 HP (0.75 kW), Vertical / Available Frames: NEMA 56C with 
7/8” shaft adapter, 143/145TC or IEC80B5. This performance curve was generated with empirical data, supersedes calculated or theoretical table data, and should be 
used to select an appropriate model. Curve valid for 1450 or 1750 RPM motor. Performance could vary slightly based on field conditions and actual motor speed. 
The metallic head version of this model features a modular head design that allows interchangeability with other plunger sizes with the appropriate parts. High 
pressure model pump heads are dedicated and do not accept other size plungers. Variator rated for use up to 131°F (55°C) ambient temperature.
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*For discharge pressures above 7,500 psig, a high pressure head configuration is needed.
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Minimum Flow Rate________________________________________
0.096 USG/H (0.362 L/H) @ 10 SPM 

www.cppumps.com
sales@cppumps.com

Series FXA 1250 1/4'' PLUNGER
Variator Control

100 SPM 1 HP (0.75kW) Motor

100 SPM 1 HP (0.75kW) Motor
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MAWP 7,500 PSIG (517.2 BARG) Metallic Head / 300 PSIG (20.7 BARG) PVC Head / 1,000 lbf (4.45 kN) Rod Force / 0.75 in (19.05 mm) Stroke Length / Max Speed 100 
SPM / 13.18:1 Gearbox Reduction / Motor Requirements: 1.0 HP (0.75 kW), Vertical / Available Frames: NEMA 56C with 7/8” shaft adapter, 143/145TC or IEC80B5. This 
performance curve was generated with empirical data, supersedes calculated or theoretical table data, and should be used to select an appropriate model. Curve 
valid for 1450 or 1750 RPM motor. Performance could vary slightly based on field conditions and actual motor speed. The metallic head version of this model 
features a modular head design that allows interchangeability with other plunger sizes with the appropriate parts. Variator rated for use up to 131°F (55°C) ambient 
temperature. 
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100 SPM 1 HP (0.75kW) Motor

100 SPM 1 HP (0.75kW) Motor

Minimum Flow Rate________________________________________
0.215 USG/H (0.815 L/H) @ 10 SPM 

www.cppumps.com
sales@cppumps.com

Series FXA 1250 3/8'' PLUNGER
Variator Control
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MAWP 5,000 PSIG (344.7 BARG) Metallic Head / 300 PSIG (20.7 BARG) PVC Head / 1,000 lbf (4.45 kN) Rod Force / 0.75 in (19.05 mm) Stroke Length / Max Speed 100 
SPM / 13.18:1 Gearbox Reduction / Motor Requirements: 1.0 HP (0.75 kW), Vertical / Available Frames: NEMA 56C with 7/8” shaft adapter, 143/145TC or IEC80B5. This 
performance curve was generated with empirical data, supersedes calculated or theoretical table data, and should be used to select an appropriate model. Curve 
valid for 1450 or 1750 RPM motor. Performance could vary slightly based on field conditions and actual motor speed. The metallic head version of this model 
features a modular head design that allows interchangeability with other plunger sizes with the appropriate parts. Variator rated for use up to 131°F (55°C) ambient 
temperature. 
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100 SPM 1 HP (0.75kW) Motor

100 SPM 1 HP (0.75kW) Motor

Minimum Flow Rate________________________________________
0.382 USG/H (1.449 L/H) @ 10 SPM 

www.cppumps.com
sales@cppumps.com

Series FXA 1250 1/2'' PLUNGER
Variator Control
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MAWP 9,000 PSIG (620.5 BARG) Metallic Head / 300 PSIG (20.7 BARG) PVC Head / 1,000 lbf (4.45 kN) Rod Force / 0.75 in (19.05 mm) Stroke Length / Max Speed 100 
SPM / 13.18:1 Gearbox Reduction / Motor Requirements: 1.0 HP (0.75 kW), Vertical / Available Frames: NEMA 56C with 7/8” shaft adapter, 143/145TC or IEC80B5. This 
performance curve was generated with empirical data, supersedes calculated or theoretical table data, and should be used to select an appropriate model. Curve 
valid for 1450 or 1750 RPM motor. Performance could vary slightly based on field conditions and actual motor speed. The metallic head version of this model 
features a modular head design that allows interchangeability with other plunger sizes with the appropriate parts. Variator rated for use up to 131°F (55°C) ambient 
temperature. 
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100 SPM 1 HP (0.75kW) Motor

100 SPM 1 HP (0.75kW) Motor

Minimum Flow Rate________________________________________
0.215 USG/H (0.815 L/H) @ 10 SPM 
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sales@cppumps.com

Series FXA 1500 3/8'' PLUNGER HP
Variator Control
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MAWP 5,000 PSIG (344.7 BARG) Metallic Head / 300 PSIG (20.7 BARG) PVC Head / 1,000 lbf (4.45 kN) Rod Force / 0.75 in (19.05 mm) Stroke Length / Max Speed 100 
SPM / 13.18:1 Gearbox Reduction / Motor Requirements: 1.0 HP (0.75 kW), Vertical / Available Frames: NEMA 56C with 7/8” shaft adapter, 143/145TC or IEC80B5. This 
performance curve was generated with empirical data, supersedes calculated or theoretical table data, and should be used to select an appropriate model. Curve 
valid for 1450 or 1750 RPM motor. Performance could vary slightly based on field conditions and actual motor speed. The metallic head version of this model 
features a modular head design that allows interchangeability with other plunger sizes with the appropriate parts. Variator rated for use up to 131°F (55°C) ambient 
temperature. 
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100 SPM 1 HP (0.75kW) Motor

100 SPM 1 HP (0.75kW) Motor

Minimum Flow Rate________________________________________
0.382 USG/H (1.449 L/H) @ 10 SPM 
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Series FXA 1500 1/2'' PLUNGER HP
Variator Control
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MAWP 2,250 PSIG (155.1 BARG) Metallic Head / 300 PSIG (20.7 BARG) PVC Head / 1,000 lbf (4.45 kN) Rod Force / 0.75 in (19.05 mm) Stroke Length / Max Speed 100 
SPM / 13.18:1 Gearbox Reduction / Motor Requirements: 1.0 HP (0.75 kW), Vertical / Available Frames: NEMA 56C with 7/8” shaft adapter, 143/145TC or IEC80B5. This 
performance curve was generated with empirical data, supersedes calculated or theoretical table data, and should be used to select an appropriate model. Curve 
valid for 1450 or 1750 RPM motor. Performance could vary slightly based on field conditions and actual motor speed. The metallic head version of this model 
features a modular head design that allows interchangeability with other plunger sizes with the appropriate parts. Variator rated for use up to 131°F (55°C) ambient 
temperature. 
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100 SPM 1 HP (0.75kW) Motor

Minimum Flow Rate________________________________________
0.861 USG/H (3.260 L/H) @ 10 SPM 
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Series FXA 1500 3/4'' PLUNGER
Variator Control
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MAWP 1,250 PSIG (86.2 BARG) Metallic Head / 300 PSIG (20.7 BARG) PVC Head / 1,000 lbf (4.45 kN) Rod Force / 0.75 in (19.05 mm) Stroke Length / Max Speed 100 
SPM / 13.18:1 Gearbox Reduction / Motor Requirements: 1.0 HP (0.75 kW), Vertical / Available Frames: NEMA 56C with 7/8” shaft adapter, 143/145TC or IEC80B5. This 
performance curve was generated with empirical data, supersedes calculated or theoretical table data, and should be used to select an appropriate model. Curve 
valid for 1450 or 1750 RPM motor. Performance could vary slightly based on field conditions and actual motor speed. The metallic head version of this model 
features a modular head design that allows interchangeability with other plunger sizes with the appropriate parts. Variator rated for use up to 131°F (55°C) ambient 
temperature. 
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100 SPM 1 HP (0.75kW) Motor
100 SPM 1 HP (0.75kW) Motor

Minimum Flow Rate________________________________________
1.53 USG/H (5.80 L/H) @ 10 SPM 
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MAWP 550 PSIG (37.9 BARG) Metallic Head / 300 PSIG (20.7 BARG) PVC Head / 1,000 lbf (4.45 kN) Rod Force / 0.75 in (19.05 mm) Stroke Length / Max Speed 100 SPM / 
13.18:1 Gearbox Reduction / Motor Requirements: 1.0 HP (0.75 kW), Vertical / Available Frames: NEMA 56C with 7/8” shaft adapter, 143/145TC or IEC80B5. This 
performance curve was generated with empirical data, supersedes calculated or theoretical table data, and should be used to select an appropriate model. Curve 
valid for 1450 or 1750 RPM motor. Performance could vary slightly based on field conditions and actual motor speed. The metallic head version of this model 
features a modular head design that allows interchangeability with other plunger sizes with the appropriate parts. Variator rated for use up to 131°F (55°C) ambient 
temperature. 

0 50 10
0

15
0

20
0

25
0

30
0

35
0

40
0

45
0

50
0

55
0

0 5 10 15 20 25 30 35

Pressure (PSIG)

Pressure (BARG)

Fl
ow

 R
at

e 
( L

/H
)

Fl
ow

 R
at

e 
( U

SG
/H

)

40.0

35.0

30.0

25.0

20.0

15.0

10.0

5.0

0.0

Minimum Flow Rate________________________________________
3.44 USG/H (13.04 L/H) @ 10 SPM 
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Series FXA 1500 1.5'' PLUNGER
Variator Control

100 SPM 1 HP (0.75kW) Motor
100 SPM 1 HP (0.75kW) Motor
100 SPM 1 HP (0.75kW) Motor
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