
SYSTEM DESCRIPTION
Delivered to the Middle East, this system is 
based on CheckPoint's typical Stage-4 dosing 
system platform. Each standard system 
offers a pre-designed and engineered unit 
which can be built-to-spec in-house for end 
use as-is, or further built upon as part of a 
fully bespoke skid.

*All above information is specific to the depicted
solution. This system is fully customizable, and any
CheckPoint pump can be utilized with this design.

Chemical Injection Package 
Emulsion Breaker

PUMP CATEGORY
Quantity: 2 (Working / Standby) 
Type: Plunger
Drive: Solar Power (12 VDC) 
Control: Motor Speed
Stroke Length: 0.75 in (19 mm) fixed

*CheckPoint's engineering team designed this skid around a client's
specific requirement. Contact us to design your perfect system.

SKID CATEGORY
Chemical Dosing Rate: 0.87 USG/H (3.3 L/H) 
Discharge Pressure: 507 PSIG (35 BARG) 
PRV Set Pressure: Discharge + 10%
Drive Supply Type: Solar Power
Supply Details: 380 VAC, 3 PH, 50 HZ 
Area Classification: Zone 2 
Specialist Requirements:

• 2,000-litre chemical storage tank
• Solar system with remote monitoring

facility and 4-5 days of autonomy
• Chemical drum transfer pump with 6

meter hose

FLOW	 FLOW	 WORKING
RATE	 RATE	 PRESSURE	 PLUNGER	

(MINIMUM)	 (MAXIMUM)	 (MAXIMUM)	 DIAMETER	
MODEL	 USG/H	(L/H) USG/H (L/H) PSIG (BARG)	 IN	(MM)	

 Series FXS 0.34 (1.29)   12,000 (827.4) 
 Series FXA 0.01 (0.04)   15,000 (1,034) 1/8 (3.2) - 1-1/2 (38.1) 35.92 (136.05)
 Series SLA 0.0 (0.0)  13,500 (931) 50.87 (192.56) 

 Series LeakLess 
 Series ATP 0.0 (0.0)  1/4 (6.4) - 1/2 (12.7) 120 (454.2) 5,000 (345) 

0.0 (0.0)  

PUMP OPTIONS

CONTROL

Electric
Electric
Electric
Electric

Electric

Motor Speed
DFC, HSV, Motor Speed
Stroke Length
Stroke Length

Stroke Length / Motor Speed

 Series HDA 0.11 (0.42)  1,000 (68.95) 2.88 (10.90) Electric HSV / Motor Speed

DRIVE

1/8 (3.2) - 1-1/2 (38.1) 

3/8 (9.5) - 1 (25) 
3/8 (9.5) - 1 (25) 50.87 (192.56) 13,500 (931) 

N/A

23 (87.06)
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Tabular data should be used for quick reference only. See performance curves for accurate pump selection.
Data shown is for for full range of each model series. Actual pump selection should be discussed with a 
CheckPoint representative. 




