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SYSTEM DESCRIPTION
Delivered to Iraq, this is a custom solar-powered CheckPoint 
system designed for autonomous chemical injection in remote 
locations. Equipped with solar panels and integrated battery 
boxes, the package is capable of operating independently for 
up to five days without external power. The system operates 
using CheckPoint’s proven FXS dosing pumps and is supplied 
with a 1,000-litre chemical storage tank. An electric drum pump 
is included to allow efficient tank filling when required, reducing 
manual handling and improving site operability.

*All above information is specific to the depicted solution. This
system is fully customizable, and any CheckPoint pump can be
utilized with this design.

• 1,000-litre chemical storage tank
• Tank with magnetic level gauge.
• Package with solar panel and battery box
• Caged designed.

Chemical Dosing Rate: 0.1-1.32USG/H (0.4-5L/H) 
Discharge Pressure: 174-507 PSIG (12-35 BARG) 
PRV Set Pressure: Discharge + 10%
Drive Supply Type: Electric
Supply Details: 12 VDC - Solar Powered
Area Classification: Safe Area

Specialist Requirements:

Quantity: 1 Working + 1Standby
Type: Plunger
Drive: Electric
Chemical: Demuslifier
Pump type: FXS 3/8" CERAMIC PLUNGER

*CheckPoint's engineering team designed this skid around a client's 
specific requirement. Contact us to design your perfect system. 

SKID CATEGORY

FLOW	 FLOW	 WORKING
RATE	 RATE	 PRESSURE	 PLUNGER	

(MINIMUM)	 (MAXIMUM)	 (MAXIMUM)	 DIAMETER	
MODEL	 USG/H	(L/H) USG/H (L/H) PSIG (BARG)	 IN	(MM)	

 Series FXS 0.34 (1.29)   12,000 (827.4) 
 Series FXA 0.01 (0.04)   15,000 (1,034) 1/8 (3.2) - 1-1/2 (38.1) 35.92 (136.05)
 Series SLA 0.0 (0.0)  13,500 (931) 50.87 (192.56) 

 Series LeakLess 
 Series ATP 0.0 (0.0)  1/4 (6.4) - 1/2 (12.7) 120 (454.2) 5,000 (345) 

0.0 (0.0)  

PUMP OPTIONS

CONTROL

Electric
Electric
Electric
Electric

Electric

Motor Speed
DFC, HSV, Motor Speed
Stroke Length
Stroke Length

Stroke Length / Motor Speed

 Series HDA 0.11 (0.42)  1,000 (68.95) 2.88 (10.90) Electric HSV / Motor Speed

DRIVE

1/8 (3.2) - 1-1/2 (38.1) 

3/8 (9.5) - 1 (25) 
3/8 (9.5) - 1 (25) 50.87 (192.56) 13,500 (931) 

N/A

23 (87.06)

Tabular data should be used for quick reference only. See performance curves for accurate pump selection.
Data shown is for for full range of each model series. Actual pump selection should be discussed with a 
CheckPoint representative. 
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