
SYSTEM DESCRIPTION
Designed for cold weather resilience, this 
enclosed 8ft winterized skid features heating 
and insulation, making it perfect for cold-
weather pumping applications. Each system 
features a tandem operational capacity to 
run all systems simultaneously at various 
rates.

*All above information is specific to the depicted
solution. This system is fully customizable, and any
CheckPoint pump can be utilized with this design.

Chemical Injection Package 
Hydrate Inhibitor

PUMP CATEGORY
Quantity: 2 (Working / Standby) 
Type: Plunger
Drive: Electric
Control: Manual Stroke Length Adjustment
Length: 0 - 1 in (0 - 25.4 mm)

*CheckPoint's engineering team designed this skid around a client's
specific requirement. Contact us to design your perfect system.

SKID CATEGORY
Chemical Dosing Rate: 0 - 4.23 USG/H (16 L/H) 
Discharge Pressure: 1,320 PSIG (91 BARG) 
PRV Set Pressure: Discharge + 20%
Drive Supply Type: Electrical
Supply Details: 230/400 VAC, 1/3 PH, 50 HZ
Area Classification: Zone 2 IIB T3
Specialist Requirements:

• Insulated enclosure with space heater/air warmer
• Pressure transmitter and flow transmitter for

monitoring
• LCP with provision to operate both pumps in

working condition
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FLOW	 FLOW	 WORKING
RATE	 RATE	 PRESSURE	 PLUNGER	

(MINIMUM)	 (MAXIMUM)	 (MAXIMUM)	 DIAMETER	
MODEL	 USG/H	(L/H) USG/H (L/H) PSIG (BARG)	 IN	(MM)	

 Series FXS 0.34 (1.29)   12,000 (827.4) 
 Series FXA 0.01 (0.04)   15,000 (1,034) 1/8 (3.2) - 1-1/2 (38.1) 35.92 (136.05)
 Series SLA 0.0 (0.0)  13,500 (931) 50.87 (192.56) 

 Series LeakLess 
 Series ATP 0.0 (0.0)  1/4 (6.4) - 1/2 (12.7) 120 (454.2) 5,000 (345) 

0.0 (0.0)  

PUMP OPTIONS

CONTROL

Electric
Electric
Electric
Electric

Electric

Motor Speed
DFC, HSV, Motor Speed
Stroke Length
Stroke Length

Stroke Length / Motor Speed

 Series HDA 0.11 (0.42)  1,000 (68.95) 2.88 (10.90) Electric HSV / Motor Speed

DRIVE

1/8 (3.2) - 1-1/2 (38.1) 

3/8 (9.5) - 1 (25) 
3/8 (9.5) - 1 (25) 50.87 (192.56) 13,500 (931) 

N/A

23 (87.06)

Tabular data should be used for quick reference only. See performance curves for accurate pump selection.
Data shown is for for full range of each model series. Actual pump selection should be discussed with a 
CheckPoint representative. 




